Pellet boiler PK1000 with pneumatic cleaning PK1000B

Pellet burner PV1000 or PV1000 or
Pellet burner PV700 (additional flange required) PV0700
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Pellet boiler PK700 with pneumatic cleaning PK0700
Pellet burner PV700 or PV0700 or
Pellet burner PV500 PV0500
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Pellet boiler PK500 with pneumatic cleaning | PK0500

1399 Pellet burner PV500 PV0500
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Pellet boiler PK350 with pneumatic cleaning | PK0350

Pellet burner PV350 PV0350
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Pellet boiler PK250 with pneumatic cleaning | PK0250

Pellet burner PV250 PV0250
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TT150 Ash extension 2m, Version 1 ((d 150) TT1501
TT120 Ash extension 2m, Version 1 (I 120) TT1201
TT150 Ash removal system, Version 2 (OO 150) TT1502
TT120 Ash removal system, Version 2 (OO 120) TT1202




TT150 Ash removal system, Version 3 (O 150)

TT1503

TT120 Ash removal system, Version 3 (O 120)

TT1203

Adjustable angle
range 0°-180°

TT150 Ash removal system, Version 4 (O 150)

TT1504

TT120 Ash removal system, Version 4 (. 120)

TT1204




TT150 Ash extension 1m, version 5 (C1 150) TT1505
TT120 Ash extension 1m, version 5 (C1 120) TT1205
1150 or
1120
TT120 Ash removal system, Version 6 TT1206

Installation with Pellet boiler PK350 or PK250
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ﬁ_ i TS350CF Ash cyclone with ash removal and TS0353
[T ; . integrated fluegas fan

508 508 Installation with Pellet boiler PK350 or PK250
604
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_— TS500CF Ash cyclone with ash removal and TS0503
integrated fluegas fan

576 576
646 Installation with Pellet boiler PK1000, PK700 or PK500
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- S I_H‘ TS1000CF Ash cyclone with ash removal and TS1003
— S . S — W integrated fluegas fan

Installation with Pellet boiler PK1000, PK700 or PK500
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160x165 - TK1526B1
130x135 - TK1226B1
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160x165 - TK1525A1
130x135 - TK1225A1
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Ash container 260L for PK500/700/1000, TT150 TK1526B1
Ash container 260L for PK250/350, TT120 TK1226B1
Ash container with adjustable input 260L for TK1525A1
PK500/700/1000, TT150

Ash container with adjustable input 260L for TK1225A1

PK250/350, TT120




